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EXISTING STORM DRAIN Oco EXISTING CLEANOUT EXISTING CONDITION & REMOVAL NOTES: g 17 ” E (& W
o] EXISTING MONITORING WELL T3 EXISTING INLET 1. EXISTING EDGE LIGHT CABLING IS NOT SHOWN F : 5(5 7
[>  EXISTING FLARED END SECTION []  EXISTING JUNCTION BOX 7O IMPROVE. CLARITY. a E< =
18 2. REMOVAL LIMITS SHALL BE APPROVED BY THE o 2 -
o) EXISTING REFLECTOR LI7 EXISTING SiGN ‘ ENGINEER PRIOR TO THE START OF REMOVAL 2 <
G  EXISTNG BASE MOUNTED TAXIWAY LIGHT EXISTING SEMI~FLUSH TAXWAY LIGHT OPERATIONS. TEs
3. THE CONTRACTOR SHALL MAINTAIN LIGHTING, W4y
£ EXISTING UNDERGROUND ELECTRIC X EXISTING FENCE POWER, & CONTROL TO ARFIELD SYSTEMS AT o g
T EXISTING UNDERGROUND TELEPHONE NEW REMOVAL AL TIMES DURING THE VARIOUS PHASES. &«
u
B85 EXISTING GROUND CONTOUR NEW ROADWAY o
g
THE LOCATION OF UNDERGROUND UTILITIES AS INDICATED ON THE PLANS HAS BEEN OBTAINED E:
FROM EXISTING RECORDS. NEITHER THE OWNER, THE DVISION, OR THE PROJECT ENGINEERS %
ASSUMES ANY RESPONSIBILITY WHATEVER IN RESPECT TO THE ACCURACY,. COMPLETENESS, OR KEYM AP TN g
SUFFICIENCY OF THE INFORMATION. THERE IS NO GUARANTEE, EITHER EXPRESSED OR IMPLIED, R ag
THAT THE LOCATICNS, SIZE, AND TYPE OF MATERIAL OF EXISTING UNDERGROUND UTILITIES >
INDIGATED ARE REPRESENTATIVE OF THOSE TO BE ENCOUNTERED IN THE CONSTRUCTION. £5
&2z
IT SMALL BE THE CONTRACTORS RESPONSIBILITY TO DETERMINE THE ACTUAL LOCATION OF ALL - 2y
SUCH FACILITIES, INCLUDING SERVICE CONNECTIONS TO UNDERGROUND UTILITIES. PRIOR T0O gz
CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE UTILITY COMPANY OF HIS OPERATIONAL - J
PLANS. THE CONTRACTOR SHALL MAKE ARRANGEMENTS FOR DETAILED INFORMATION AND og 2.,
ASSISTANCE IN LOCATING UTILITIES. IN THE EVENT AN UNEXPECTED UTILITY INTERFERENCE IS S =
ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE 5
UTILITY COMPANY, THE OWNER, AND THE RESIDENT ENGINEER. ANY SUCH MAINS AND/OR r“ g
SERVICES DISTURBED BY THE CONTRACTOR'S OPERATIONS SHALL BE RESTORED IMMEDIATELY 3
AT HIS EXPENSE TO THE SATISFACTION OF THE OWNER AND THE ENGINEER. $
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